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CITY OF MILPITAS

MIDTOWN NORTH MAIN STREET STREETSCAPE IMPROVEMENT PROJECT
PHASE ONE — IMPROVEMENT PLANS
PROJECT NO. 8165 — DECEMBER 2006

SYMBOL DESCRIPTION SYMBOL DESCRIPTION
a8 ASGRECATE BASE PSDE  PRVATE STORM DRAN EASEMENT
a T CONCRETE PSE. PUBLIC SERVICES EASEMENT
2 ARER DR P POINT
e ASGRECATE PUE PUBLIC UTILITY EASEMENT
APPROX  APPROXIMATE Ve POLYVINYL CHLORIDE
BC BEGNNING oF cumve Y PO VERTICAL CURVE
BOR BEGIN CURB RETURN INTERSECTION
BLDG R RADIUS Dwe No.
BM BENCH MARK RoP REINFORCED CONCRETE PIPE c-001
BMP BEST MANAGEMENT PRACTICE REINF REINFORCEMENT c-o02
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L, M oo
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e cox%c‘:‘ﬁo METAL PIPE SDMH smm BRAIN MARHOLE. =501 )
one NCRETE ST
GONST - COoNSTRUCrION Secs speciricanons c-s02
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DEFL DEFLECT Beo SRy o
or DUCTLE_ RON PP [ I SR sy 7.0
st RE ¥
W DONESTC WATER by SreT c-7.01
W6 B Sanoaro -
) i AL oK T OR TELE TELEPHO 703
T4 TOP AND BOTTOM -~
END OF CURVE
R END OF CURB RETURN c Top OF CURB
TEMP TEMPORARY x
ELEVA c-7.04
T ELECTR L Top"or ohaTe
EDGE OF PAVEENT 4 108 8 Pt c-705
Ve END VERTICAL CURVE i . SIONAL 1BOX
4 g s c-801
vo VERTICAL CURVE .
ST EXeTING VeRr. Vemmoal
e o comecron Y YATER c-802
7 FACE OF CURI [ Es!
FF. FINISHED FLOOR. ELEVATION LANDSCAPING
. deedd oo W s
FH HYDRANT L o g
AL FLow LR AT cure aND cureR W P ALVE L-21
/L FIRE LINE L=3.1
V2T VAL PONT OF curs
FIRE_SERVICE L oI Or 32
A FORCE_MAIN 33
P FINISHED PAVEMENT
FT FEET L-4.1 THRU L-42
GAS
3 Gitoe Bmec STREET LIGHTING
HP HIGH POINT GENERAL NOTES: 10 CONFENSATON WL BE ALLOWED FOR ANY ADAISTUENT WHICH MAY BE PERFORMED BY THE OWNER OF THE FACLITES, CONTRACTOR T0 E-1.01
Hv HIGH VOLTAGE ITH UTILITY COMPANIES T HAVE THER STRUCTURES ADJUSTED TO GRADE OR TO OBTAIN WRITTEN PERMISSION FROM UTLITY £-2.01 THRU E-2.03
[ | 1. ALL IMPROVEMENTS SHALL BE CONSTRUCTED IN ACCORDANGE WITH THESE PLANS AND THE PROJECT SPECIFICATIONS. CONFANES: 10, ADAIST THER. STRUCTURES 16, GRAGE FOR THEM:
RR IRRIGATION 2. VERFICATION OF EXISTING CONDITIONS: _CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, ELEVATIONS, DIMENSIONS AND_ CONSTRUCTION IN . UTUITY REPAR:  CONTRACTOR SHALL REPAIR ANY DAMAGE OR INTERRUPTION OF UTILITIES, WATER LINES OR IRRIGATION. SYSTEMS IMMEDIATELY.
JT JOINT TRENCH THE FIELD PRIOR TO BID. IF ANY DISCREPANCIES ARE NOTED, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY FOR DIRECTION.
Lar LATERAL TOLET FALITIES:  CONTRACTOR SHALL PROVIDE PORTABLE SANITARY FACLITIES ADEQUATE FOR ALL WORKERS. THE TYPE OF TOILETS USED,
L LENGTH 5 UNDERGROUND SERVICE ALERT: A MNINUM OF 83 HOURS PRIOR TO CONSTRUCTION, CONTRACTOR SHALL NOTIFY UNDERGROUND SERVCE ALERT IR LOCATIONS AND MANTENANCE SHALL BE IN COMPLIANCE WITH CAL/C HAND WASHING FACILITIES SHALL BE PROVIDED NEARBY THE
is LANDSCAPE T 800-227-2600 FOR EXISTING UTILITY LOCATIONS. TOLET FACIITIES
I UNEAR FEET
v P OF CUmER 4. UNDERGROUND_ FAGILITIES: ~THE LOCATION OF EXISTING UNDERGROUND UTILITY FACILITIES, IF SHOWN ON THE PLANS, ARE APPROXIMATE ONLY. THE CONTRACTOR IS RESPONSIBLE FOR MATCHING EXISTING STREETS, SURROUNDING LANDSCAPE AND OTHER INPROVEMENTS WITH
CONTRACTOR SHALL CONTACT THE RESPECTVE UTLITY COMPAN' T0 OSTAN, INFORMATIGN RETADING THE DEPTH O BURAL AND HORZONTAL TRANSTION IN EAVING AND GRADIG, ETC. AND 15 70, AVOID ANY ABRURT O APRARENT CHANGES N GRADES. OR CROSS SLOPES. LOW SFOTS OR
w Low POINT LOCATION m 'S AS NECESSARY FIELD VERIFY OBT/ [ N, AND NOTIFY ENGI R_OMISSIONS. IF HAZARDOUS CONDITIONS.
LT LEFT A UTILITY THAT IS IDENTIFIED ON THESE PLANS IS NOT MARKED BY WHE RESPE 10 wﬂm, \s 'HE RESPGNS\B\UW OF THE CONTRACTOR
i [ 70 HIRE A LOGATING COMPANY TO DETERMINE IF THE UTILITY EXISTS AND WHERE IT IS LOCATED. CONTRACTOR SHALL COMPLY WITH THE RULES AND REGULATIONS OF THE STATE CONSTRUCTION SAFETY ORDERS AND CAL/OSHA
MIN MINIMUM 5 [RAFFIC CONTROL DURNG CONSTRUCTON SHALL BE THE CONTRACTOR'S RESPONSIBITY AND SUALL BE I ACCORDANCE WITM THE CONTRACT WHEN HAULING ANY EARTH, SAND, GRAVEL, STONE, DEBRIS, PAPER, OR ANY OTHER SUBSTANCE OVER ANY PUBLIC STREET, ALLEY OR PUBLIC
MON MONUMENT DOCUMENTS. MO THE REQUREVITS. OF THE APPROPRIATE OhLTAANS, SAFETY STANDARDS. THE CONTRACTOR SHALL PROVDE ALL LIGHTS, PLACE, THE CONTACTOR SHALL NOT ALLOW MATERIAL TO BLOW OR ‘SPILL OVER AND UPON SAID PUBLIC, ADJACENT OR PRIVATE PROPERTY.
we MDPOINT OF VERTICAL CURS SIS BARRICADES, FLAGGERS AND OTHER, DEVICES TO PROVDE FOR SAFE PASSAGE OF PUBLIC VEHCULAR AND. PEDESTRAN TRAFFIC
™ O GRADING R ANY OTHER OPERATION THAT CREATES DUST SHALL € STOPPED MMEDATELY IF DUST ATFECTS ADIAGENT PROPERTIES.  SUFFICENT
00§  Nowsir NTRACTOR SHALL PROVIDE ALL NECESSARY SAFETY DEVICES IN ACCORDANCE WITH CURRENT CALTRANS TRAFFIC CONTROL STANDARDS TROL DUST IS REQUIRED AT ALL TIVE: IRED BY THE CITY. EN MUD TRACKED ONTO
NUMBER NOLUDING, BUT NOT LWITED 70, LIGHTS. SIcHS, ARKIGKDES. AND. MLAGGERS ASUACENT PROVERTIES SHALL BE REMOVED INEDIATELY 87 THE CONTRACTOR. - STRELTS SHALL BF SWEST A% REGUIRED 87 T
o G FROJECT SheCRICATIONS,
7. CONTRACTOR SHALL KEEP EXISTING STREETS FREE FROM DIRT AND DEBRIS DURNG AL PHASES OF CONSTRUCTION.
PAE. PUBLIC ACCESS EA ALL TRENCH BACKFILL SHALL BE COMPACTED IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS.
229 POINT OF COMPOUND_ CURVE or & CONTRACTOR SHALL PROVIDE DUST CONTROL AT ALL TIMES. PRIOR TO OBTANNG WATER FROM FIRE HYDRANTS, CONTRACTOR SHALL OBTAN A
PORTLAND CEMENT CONCRI HYDRANT METER FROM THE CITY, AND PAY ALL ASSOCIATED FEES. ALL EXISTING IRRIGATION, LANDSCAPE MATERIALS, PAVEMENT DELINEATION, CURB AND GUTTER AND OTHER MPROVEMENTS, THAT ARE NOT TO BE
Po&E PACIFIC GAS AND ELE REMOVED BUT ARE DAMAGED DURING CONSTRUCTION, SHALL BE REPLACED OR RESTORED TO EXISTING CONDITION AT NO ADDITIONAL EXPENSE T0
PV POST INDICATOR VALVE 5. AN EROSION CONTROL AND SEDIMENTATION CONTROL PLAN MUST BE IN PLACE PRIOR TO THE START OF WORK, AND MUST HAVE AN EROSION AND i
PL PROPERTY LINE SEDIVENTATION CONTROL PROGRAM APPROVED, AND INPLEMENTED PRIOR TO THE START OF ON-SITE EARTHWORK. THE CONTRACTOR SHALL
Foc FONT O comvecToN RESPONSIBLE FOR INPLEMENTATION AND MANTENANCE OF THE EROSION CONTROL PLAN. EARTHWORK THAT IS NECESSARY TO INSTALL EROSION AND. TOPOGRAPHIC DATA BY AERO-GEODETIC CORPORATION FLOWN ON OCTOBER 29, 2003.
s OINT (OF Tk SEDIMENTATION CONTROL. FACIITIES, SUCH AS DRANAGE DITCHES AND SEDIMENTATION BASINS, MAY PROCEED. CONCURRENT WITH THE. INSTALLATION
e [ L F THE CONTROL FAGILITES 20 BEFORE START OF WORK, CONTRACTOR SHALL SUBMIT A STORM WATER POLLUTION PREVENTION PLAN (SWPPP) TO CONTROL WATER POLLUTION
45228 DURING CONSTRUGTION GF THE PROJECT.
10. ALL EXISTNG UTIITY FACLITIES WITHN THE PROJECT SHOWN ON THE PLANS ARE TO BE ADUUSTED TO GRADE BY THE CONTRACTOR.
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